BY. bdonoway

MD ©bb [S ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION 23

EXISTING SIGNS

19,27 21 18,20
LEFT LEFT Atis T. Aillen Blvd
TURN
SIGNAL TURN R 3-5(R)

SIGNALYJ - 30° x 36"

R10-10L

18" x 24" R10-10L

24" % 36"
22,24 25
= o~
“!~|I AN /fkﬂxf
IRR I
ONLY ONLY | [ONLY
R 3-1(L}
24" % 24" R 3-5{(L) R 3-5(L + R)
30" x 367 30" x 36"
Changeable
Message Sign
26 28
RIGHT
( TURN
SIGNAL
ONLY
R10-10L
R 3-5(R) 18" x 24"

30" x 38"

EXISTING SIGNALS

3'4!7!8!9’10!

o <

& /\b .
FLASHING
OFERATION

1.2.0.6,14 1M1.12.13,16,

R (%)

| \\\ QY- o
vl MD 665 EB @ - o
\ fi-Ramp \\ 12" 12"

MD 665 WB a,bsCrd,

On-Ramp e,frg
EXISTING VIDEO
DETECTION

Ex.
R1-2
sign

o \\
Ex. route
marker

I 51gns — \d%

xb\;\

/

_
S/
o

/ Riva Road
s

22

\\ Ex. Kesp

|
N
|
=

S

. -~ ~
\ aft Signs
- \ é §§§§§%;::;E;> ”"‘
~

L lgj_—“———..

|
|
|

|
|
|

‘ (%]
T
=

Ex.R3-2

AN

Two (2)
handhole
, located in
B0 _| bredk areg

sign ///.

L
—
—

\®
Aw

S/W

EXISTING NEMA PHASING

o5

NEMA notes:

Phases associated by a dashed |ine will operate concurrently.
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SPECIAL NOTE

PROPOSED LIGHTING
EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR

BRACKET WITHOUT DISTURBING OR

INTERFERING WITH THE EXISTING VIDEQ DETECTION
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A. INSTALL 40 FT. LIGHTING STRUCTURE AND t5 FT.
HIGH PRESSURE SODIUM VAPOR LUMINAIRE WITH PHOTOCELL.

CONNECTOR KIT. (INSTALL 1-3 INCH SCHEDULE 80,

BRACKET ARM WITH A 250 WATT
INSTALL ONE (TYPE I1)
90 DEGREE POLYVINYL .CHLORIDE

Red Light
Camera

One (1)
handhole

CONDUIT BEND IN POLE BASE). REMOVE AND RESET BRICK PAVERS FOR LIGHTING POLE
INSTALLATION.
B. USE EXISTING STRAIN POLE. INSTALL 15 FT. LIGHTING BRACKET ARM WITH A 250
WATT HIGH PRESSURE SODIUM VAPDR LUMINAIRE WITH PHOTOCELL. REMOVE AND
RESET EXISTING CONCRETE PAVERS. (INSTALL 1-3 INCH SCHEDULE 80. 90 DEGREE "
POLYVINYL CHLORIDE CONDUIT BEND IN POLE BASE.) 2 T
C. USE EXISTING STRAIN POLE. (INSTALL 1-3 INCH SCHEDULE B80. 90 DEGREE POLYVINYL = \ . = o . TOD NOXX415.03
CHLORIDE CONDUIT BEND IN POLE BASE.) = : \ b ' :
D. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. INSTALL 2-1 CONDUCTOR = \ SHA NO:AA267A55/B55
NO. 6 AWG TYPE USE AND NO. 6 AWG BARE COPPER GROUND WIRE. REMOVE AND RESET 5 \ MD 665 @ RIVA RD
EXISTING CONCRETE BRICK PAVERS. + \
E. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. INSTALL 2-1 CONDUCTOR A=y \
NO. & AWG TYPE USE AND NO. 6 AWG BARE COPPER GROUND WIRE. CONDUILT ‘SHALL = \ - - -
TIE INTQ EXISTING METERED SERVICE PEDESTAL. \ — A
F. USE EXISTING BASE MOUNTED METERED SERVICE PEDESTAL. INSTALL 1-20 AMP \ U oL STATE OF MARYLAND
) GEEBEQTgﬁlgéRﬁgégﬁoLE \\ 'h \ L~ h DEPARTMENT OF TRANSPORTATION
. - STATE HIGHWAY ADMINISTRATIO
H. USE EXISTING CONDUIT. [INSTALL 2 —1 CONDUCTOR NO. 6 AWG TYPE USE AND NO. 6 AWG BARE COPPER 1 M o e AY A RATION
. GROUND WIRE. MD 665 EB , \ OFFICE OF TRAFFIC & SAFETY
J. USE EXISTING STEEL SPAN WIRE. INSTALL 2-1 CONDUCTOR NO. 6 AWG TYPE USE ELECTRICAL CABLES. On-Ramp TRAFFIC ENGINEERING DESIGN DIVISION
K. REMOVE EXISTING CONCRETE SIDEWALK. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL VD 665 at Riva Road
CONDUIT — TRENCHED WITH 2-1 CONDUCTOR NO. & AWG TYPE USE AND NO. 6 BARE COPPER 6 atRiva Roa
CROUND WIRE. INSTALL 5 [N. CONCRETE SIDEWALK. GENERAL NOTES Annapolis, MD
L. USE EXISTING STEEL STRAIN POLE. INSTALL 15 FT. LIGHTING BRACKET ARM WITH A 250 '
WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE WITH PHOTOCELL. 1. é%BEwkﬁgHgéNguEgUggATlDE% SHALL BEgég?{SLEED ?g Eg% EéNSbAY
M. USE EXISTING HANDHOLE. INSTALL TWGQ (TYPE IV) CONNECTOR KITS. ADE FOR _CLOSED NS HIGH A -
PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES AS APPROVALS REVISIONS SIGNAL LIGHTING PLAN
SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04. ' & (5) "t tmrarsaatian Craming - ‘
2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO . QS;?// G xmmm%/}ﬁ / o SCALE___1" = 20'ADVERTISED DATE_ 8262009  _ CONTRACT NO. XX4165185
INSTALLING PROPOSED LIGHTING EQUIPMENT. IF ANY UTILITY CONFLICTS o ML,
& SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. TEAN LEADER D - Bl N WD 172 oo ey COUNTY A Arundel
3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR | . » Ba 16 Gao Chanses ng P Hne S
4. ALL PAOPGSED CUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL N Sie NG i, t0/0aso o - oS R
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